
CAUTION: Operation of combustion equip-
ment can be hazardous resulting in bodily in-
jury or equipment damage. Each burner should
be supervised by a combustion safeguard and
only qualified personnel should install, make
system adjustments and perform any required
service.
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policy of continuous improvement in
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DIMENSIONS -- 5805-DSE SERIES

ACCESSORIES
MISCELLANEOUS ELECTRODES

AND MOUNTING BRACKETS

ORDERING INFORMATION
Please include the following information with your order:

1. Specify Model Number and Quantity each item required.
2. Shipping Instructions.

Other sizes available by request.
1” x 3/4” bushing required on DSE-8 and DSE-11.

Lbs. Kgs.
   DSE-  1 2-1/8" 1-1/2"  301NM THRU 2501NM, 10XNM THRU 24XNM, HS7
   DSE-  2 4-1/8" 3-1/2"  SW4
   DSE-  3 1-3/16" 9/16"  4HS
   DSE-  5 2-7/8" 2-1/4"  RE1, RE2; 16XDF & 24XDF (GAS ONLY)
   DSE-  6 2-1/2" 1-7/8"  SW1
   DSE-  7 3-7/8" 3-1/4"  SW2, SW3
   DSE-  8 5-1/4" 4-5/8"  SW5, SW6
   DSE-10 ----- -----  201NM
   DSE-11 4-3/4" 4-1/8"  48XNM, 4001NM
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