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G251 250 MILLIVOLT pilot generators
250mV Generator Designed for Single Function or
Combination Gas Valves

FEATURES
•	For single function gas valves (B60Y84).
•	For combination gas valves (B67).
•	For thermomagnetic safety valves (MR2YA) relays.

SPECIFICATIONS
Output . . . . . . . . . . . . . . . . . . . . . . . . . . .                            	 250 millivolts nominal, open circuit
Connector  . . . . . . . . . . . . . . . . . . . . . . . .                         	 F Spade Clip or R Bushing
Lead Length . . . . . . . . . . . . . . . . . . . . . . . 	1 3” to 16”– Fiberglass leads
Agency . . . . . . . . . . . . . . . . . . . . . . . . . . . 	 IAS certified

	 Model	 Lead Length			 
	 Number	 (inches)	 Connector Type
	 G251F36S ➀	 36	 F Spade Clip	
	 G251R36S ➀	 36	
	 G251R13V ➁	1 3	 R Bushing
	 G251R32V ➁	 32

G251 Pilot Generators
(left to right: F-Type, R-Type)

➀	Retaining clip is included. May be used with ITT GC 26T Pilot Burner
➁	Special for range controls

750 MILLIVOLT POWER GENERATOR
Provides Power for 750 Millivolt Self-Generation Control Systems

FEATURES
•	For replacement of similar screw-in type generators now in field or for use with
	 type E31-12 pilot burner.
•	G01A-332 has 36 inch armored cable leads with split-spade terminals.
•	PG9 adapter included with each G01A-332. PG9 adapter also offered individually.
•	101934F32/101934R32 designed for use with PG9.

	 Model	 MV		  Fiberglass	 Armored	 PG9	 Connector
	 Number	 Output	 Length	 Cable Leads	 Cable Leads	 Adapter	 Type
	 101934F32	 750	 32		  X		  F Spade Clip
	 101934R32	 750	 32	 X			   R Bushing
	 G01A-332	 750	 36		  X	 X	 F Spade Clip
	 G01A-512	 750	 36	 X		  X	 F Spade Clip
	 G01A-132	 750	 36		  X	 X	 F Spade Clip
	 G01A-518	 750	1 8	 X		  X	 F Spade Clip
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750 MV

G01A-332

GAS BURNER
CONTROLS GENERATORS

101934
Replacement Cartridge

(F Spade Clip)

Indicates Canadian Model Number: call 1-800-305-6953 to order


